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Glass beaker (1000 mL)

Part no - 0213A00001

Guided disc for six tube

basket assembly (Set of 6)

Part no - 0201A00004

Six tube basket assembly 

with guided disc (Set of 2) 

for EDI-2SA

Part no - 0201A00009

E E EE

External temperature probe

for EDI-2SA

Part no - 0213B00001

Standard Accessories 
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Optional Accessories
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Magnetic guided disc (Set of 12)

Part no - 0201A00007

EE EE

Kloudface

 21 CFR compliance 
D’light Technology 
Integrity Operating System 
7” touch screen display 
Multi Level Security 
Biometric Security 
10 Roles and 250 users 
Selectable 999 products 
Serial 40/80 Column Printer 
10,000 Test Report 
Electronic Instrument Log Book 

Create Run Delete

X

100+ Users

SerialLAN +

PC keyboard

E

Part no - 0201B00053 



Our Products

•  Complete range of Dissolution Testers  •  Dissolution Media Preparator  •  Friability Testers   •  Tablet Hardness Testers  
•  Electromagnetic Sieve Shakers   •  Tap Density Tester  •  Bulk Density Tester   •  Powder Flow Tester  •  Leak Testers  •  Peristaltic Pumps

The information contained in this document is believed to be correct but ELECTROLAB accepts no liability for any errors and reserves the right to alter specifications without notice
June, 2019

CE

Our Products

Beaker                                                                                                      1000ml glass beakers.

Baskets                                                                                                     2 No’s each carrying 6 test posi�on 
Disc                                                                                                           Perforated cylindrical disc 6 Nos, in each basket 
Display                                                                                                      20X 4 LCD 
Printer interface                                                                                     Serial Port RS232 

  Heater                                                                                                     100W x 2

 Illumina�on                                                                                             Green LED
 

 

 
Power supply                                                                                          230V AC, 50Hz, 110V AC, 60Hz

 

No. of strokes                                                                                               29 to 32

 

Stroke height                                                                                          55mm ±2mm

 

0 0 Readable temperature range                                                              10 C to 45 C 

 

0 0
Controlled temperature range                                                            15  C to 40  C

Temperature resolu�on                                                                       0.1

Timer se�ng                                                                                           99 hrs 59 min. 59 sec (for both baskets)
Dimensions (LxWxH)                                                                                           360 x372x570mm

Specifications

EDI-2SAModels

Warranty and Training

 

 

 

ELECTROLAB
Sales

&
Service

Worldwide

ELECTROLAB (India) PVT. LTD.

Head Office:   401, Tirupati Udyog, I. B. Patel Road, Off. Western Express Highway, Goregaon (East), Mumbai - 400 063, India.       

                               +91 - 22 - 4041 3131         sales@electrolabgroup.com

Factory:        EL 23/24, T. T. C., Electronic Zone, M. I. D. C, Mahape, Navi Mumbai - 400 710, India.

              +91 - 22 - 4161 3122         www.electrolabgroup.com

 
(CIN NO : U33110MH2002PTC136735)

Temperature sensors                                                                                           RTD 2 no’s for individual beakers.

Ÿ 2 years warranty on limited parts. Conditions apply
Ÿ Training during installation provided
Ÿ IQ, OQ support is available 
Ÿ Any additional standard and better specification are solicited

Please make a note that the Extended warranty covers only the mentioned parts. Labour / service is chargeable. The said warranty Stands valid when instrument 
is operated in normal conditions as mentioned in the protocol, void in case of abnormal ambients such as water impact, Rodent attack, Fire accidents etc.
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